
Self-Temperature-Compensation (S-T-C) Pattern Code

Foil Alloy Resistance in Ohms

Carrier Matrix (Backing) Copper Soldering Pad

Optional Grid 
Encapsulation 
Feature

Example: XXX - XX - XXXXX-XXX/XX Option EX

5-digit code, with the first char- 
acter either an “S” or “T”, and 
the last character a creep 
code letter, where applicable.

Resistance
in Ohms,

(C = x 100)
A: Constantan
E: Platinum-tungsten
K: Modified Karma

Self-Temperature-Compensation (S-T-C) number ap- 
proximating the thermal expansion coefficient of the 
transducer material in ppm/°F. S-T-C values of 06 
(steels) and 13 (aluminum alloys) are normally 
stocked. MC is substituted for S-T-C for modulus 
compensated gages. NC (non-compensated) is used 
for platinum-tungsten-alloy patterns.

E: Polyimide
N2: Special polyimide
N3: Thin version of N2
J2: Encapsulated N2
J5: High temperature J2
T: Glass-fiber-reinforced epoxy-phenolic
S: Encapsulated T with solder dots
R: Glass-fiber-reinforced polyimide

DP: Standard feature on TK, 
N2K, N3K and J5K Series

E2: 0.0005-inch (0.013mm)-thick polyimide film 
covering of sensing grid. Solder tabs exposed.

E3: 0.0004-inch (0.01mm)-thick epoxy film 
covering of sensing grid. Solder tabs exposed. 

Note: Options E2 and E3 will double normal grid 
resistance tolerance shown in this catalog.

Transducer-Class® Strain Gages
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All product specifications and data are subject to change without notice. 

Vishay Precision Group, Inc., its affiliates, agents, and employees, and all persons acting on its or their behalf 
(collectively, “Vishay Precision Group”), disclaim any and all liability for any errors, inaccuracies or incompleteness 
contained herein or in any other disclosure relating to any product. 

Vishay Precision Group disclaims any and all liability arising out of the use or application of any product described 
herein or of any information provided herein to the maximum extent permitted by law. The product specifications do 
not expand or otherwise modify Vishay Precision Group’s terms and conditions of purchase, including but not limited 
to the warranty expressed therein, which apply to these products. 

No license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this 
document or by any conduct of Vishay Precision Group. 

The products shown herein are not designed for use in medical, life-saving, or life-sustaining applications unless 
otherwise expressly indicated. Customers using or selling Vishay Precision Group products not expressly indicated 
for use in such applications do so entirely at their own risk and agree to fully indemnify Vishay Precision Group for 
any damages arising or resulting from such use or sale. Please contact authorized Vishay Precision Group 
personnel to obtain written terms and conditions regarding products designed for such applications. 

Product names and markings noted herein may be trademarks of their respective owners.
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