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TransCalc™ is a valuable resource for the transducer designer, providing:
• Design verification calculations of surface strain, strain variation, and bridge output for 15 common transducer shapes;

user-selectable US Customary or SI units.

• Circuit refinement computations of zero balance, zero-shift-with-temperature change, span-shift-with-temperature change, and 
span set.

• Interactive graphical resistor-adjustment guidelines.

• Intuitive Windows™ user interface.

• Built-in wire tables for computing length or resistance of wire necessary for the transducer circuit.

• Calculation of bridge outputs for six different Wheatstone-bridge configurations.

• In-depth reference material for:

• Spring element design considerations

• Resistor selection guidelines

• Materials properties 

• Bridge adjustment and compensation circuitry
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Disclaimer
ALL PRODUCTS, PRODUCT SPECIFICATIONS AND DATA ARE SUBJECT TO CHANGE WITHOUT NOTICE.

Vishay Precision Group, Inc., its affiliates, agents, and employees, and all persons acting on its or their behalf 
(collectively, “VPG”), disclaim any and all liability for any errors, inaccuracies or incompleteness contained herein or in 
any other disclosure relating to any product.

The product specifications do not expand or otherwise modify VPG’s terms and conditions of purchase, including but 
not limited to, the warranty expressed therein.

VPG makes no warranty, representation or guarantee other than as set forth in the terms and conditions of purchase.  
To the maximum extent permitted by applicable law, VPG disclaims (i) any and all liability arising out of the 
application or use of any product, (ii) any and all liability, including without limitation special, consequential or 
incidental damages, and (iii) any and all implied warranties, including warranties of fitness for particular purpose, 
non-infringement and merchantability.

Information provided in datasheets and/or specifications may vary from actual results in different applications and 
performance may vary over time. Statements regarding the suitability of products for certain types of applications 
are based on VPG’s knowledge of typical requirements that are often placed on VPG products.  It is the customer’s 
responsibility to validate that a particular product with the properties described in the product specification is suitable for 
use in a particular application.  You should ensure you have the current version of the relevant information by contacting 
VPG prior to performing installation or use of the product, such as on our website at vpgsensors.com.

No license, express, implied, or otherwise, to any intellectual property rights is granted by this document, or by any 
conduct of VPG.

The products shown herein are not designed for use in life-saving or life-sustaining applications unless otherwise 
expressly indicated. Customers using or selling VPG products not expressly indicated for use in such applications do 
so entirely at their own risk and agree to fully indemnify VPG for any damages arising or resulting from such use or sale. 
Please contact authorized VPG personnel to obtain written terms and conditions regarding products designed for such 
applications.

Product names and markings noted herein may be trademarks of their respective owners.
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